
PB Mild Steel Weigh Beams

•	 Mild Steel Structure

•	 Handle and wheels for portability

•	 Heavy Duty Pallet Scale 

•	 4m of loadcell cable included

•	 Powered by Mains or Rechargeable Battery

•	 Designed for weighing palletised goods
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Marsden Weigh Beams:
Indicators for the PB

•	 IP67 splashproof indicator
•	 RS-232 interface board 
•	 Trade Approved version also available

•	 Parts Counting Indicator
•	 3 LCD displays to simplify counting
•	 High impact ABS housing

•	 Programmable indicator
•	 Optional user-specific functions
•	 Automate weighing processes

JIK Indicator JWI Indicator I-500 Indicator

IP Rating: N/A

Power: Mains/Battery

Display 
Resolutions:

1/30,000 (Non-Approved)
1/3,000 (Approved)

Functions:
Counting, Zero, Tare, 
Accumulation, Unit 
Switchable

I-100 Indicator

IP Rating: N/A

Power: Mains/Battery

Display 
Resolution:

1/30,000 (Non-Approved)
1/3,000 (Approved)

Functions: Counting, Zero, Tare

IP Rating: IP65

Power: Mains/Battery

Display 
Resolution:

1/30,000 (Non-Approved)
1/3,000 (Approved)

Functions: Counting, Zero, Tare

•	 Counting, Zero and Tare functions
•	 40 hours of continuous use
•	 Trade Approved version also available

I-100SS Indicator

•	 IP65 stainless steel indicator 
•	 40 hours of continuous use 
•	 Trade Approved version also available

I-400 Indicator

•	 32mm bright red LED display
•	 40 hours of continuous use 
•	 Trade Approved version also available

IP Rating: N/A

Power: Mains

Display 
Resolutions: 1/30,000 (Non-Approved)

Functions: Hold, Tare, Zero, Tare, 
Accumulation, Counting

IP Rating: IP67

Power: Mains/Battery

Display 
Resolution:

1/60,000 (Non-Approved)
1/6,000 (Approved)

Functions: Unit Switchable, Counting, 
Zero, Tare

IP Rating: N/A

Power: Mains

Display 
Resolution: 1/30,000 (Non-Approved)

Functions: Counting, Hi Lo Alarm, Unit 
Switchable, Tare, Zero


